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WARNING 
Payload bay floods exceed EMU thermal limits 
during operation.  If EVA crew will be operating 
in vicinity of PLB floods, floods must be turned 
off now.  Cooldown time may be as long as 6 hr 

 
 MIDDECK PREP (30 min) 

 AW18A 1. LTG FLOOD (four) – ON 
  2. √EVA Bag installed in airlock 
  3. √REBA sw – OFF 

If EMU TV: 
  4. Demate EMU TV power cable; connect ground plug 
  5. Disconnect helmets; Velcro to lockers 
 HUT 6. Remove Drink Bag restraint bag 
  7. Fill Drink Bag from galley, remove gas and insert Drink Bag in restraint 

bag 
  8. Install Drink Bag restraint bag in HUT and dispose of fill tool in wet trash 
  9. Apply anti-fog (EMU Servicing Kit), wipe off: 

Helmets (not Fresnel lens) 
EV glasses, attach to comm cap 

  10. Stow EMU Servicing Kit 
  11. Install Helmets; lock 
  12. Attach Cuff C/L to EMUs 
 
 EVA PREP (90 min) 

MET   / :    MET   / :    MET   / :    

 
PREP FOR DONNING (30 min) 

If internal airlock: 
 ML31C       1. √VAC VENT ISOL VLV CNTL tb – OP 

  √NOZ HTR – ON 
If external airlock: 

BOTH DCM       2. Retrieve, position SCU; remove DCM cover 
        3. Connect SCU to DCM, √locked 
 AW82B       4. EV-1,EV-2 O2 vlv (two) – op 
 MO13Q       5. √ARLK H2O S/O VLV – OP (tb-OP) 
 MD(flr)       6. √EMU O2 ISOL VLV – OP 
 ML86B:C       7. √cb MNC EXT ARLK HTR ZN 1,2 (two) – op 
 L2       8. √O2 XOVR SYS 1,2 (two) – OP 
BOTH DCM       9. PWR – BATT 
 

CAUTION 
EMU must be on BATT pwr when 
airlock power supply turned on 

 
 AW18H       10. PWR/BATT CHGR EMU 1,2 MODE (two) – PWR 

PWR/BATT CHGR EMU 1,2 BUS SEL (two) – MNA(MNB) 
 DCM       11. PWR – SCU 
        12. Verify panels as shown next page 
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